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 Safety Data Sheet 
    
   24 Hour Emergency Assistance:   CHEMTREC - Domestic: (800) 424-9300 
   24 Hour Emergency Assistance:   CHEMTREC - International: (703) 527-3887 
   General Assistance Number:         (330)  239-7400 

 
 
 

SECTION 1 PRODUCT / MATERIAL IDENTIFICATION 
 

PRODUCT / MATERIAL IDENTITY:  CLEARTUF
®
 Polyester Resin 

 
FORMAL NAME: 1,3-benzenedicarboxylic acid, polymer with 1,4-benzenedicarboxylic acid and1,2-
ethanediol 
OTHER NAMES: Polyethylene terephthalate-isophthalate copolymer, PET 
 
MANUFACTURER:  M&G Chemicals, 27610 Huntington Road, Apple Grove, WV.  25502, USA 

 

SECTION 2 HAZARDS IDENTIFICATION  
 

 
Hazard Classification: 
 
OSHA Specified Hazards:  Combustible dust 
 
If converted to small particles during further processing, handling or by other means may form 
combustible dust concentrations in air. 
 
Signal Words: WARNING! 
 
Hazard Statement(s): If converted to small particles during further processing, handling or by other 
means may form combustible dust concentrations in air. 
 
Disposal: Dispose of contents/container in accordance with applicable laws and regulations. 
 
Hazard(s) not otherwise classified: None known 
 
Appearance & Odor: Clear to grayish-white solid pellets, odorless. 

 

 
 

SECTION 3 COMPOSITION / INGREDIENTS 
 

INGREDIENTS / COMPONENTS CAS Reg. No. CONCENTRATION (%, wt.) 
Polyester Terephthalate Copolymer 24938-04-3 >99.5% weight 
Other Components - <0.5% weight 
 
Components not identified are proprietary or non-hazardous  
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SECTION 4 FIRST AID MEASURES 
 

Inhalation: 
If exposed to dust particles formed from physical processing or fumes/vapors/gases from high 
temperature processing immediately remove exposed subject from the area to fresh air. If not 
breathing, administer artificial respiration. Consult a physician. 
 
Skin Contact: 
Maintain good personal hygiene.  After exposure, wash affected area with soap and water. If molten 
resin has come in contact with the skin, apply cold water to the area. Do not remove the cooled material 
from the skin. Obtain medical treatment for thermal burns. 
 
Eye Contact: 
If exposed to dust particles formed from physical processing or fumes/vapors/gases formed from high 
temperature processing, flush eyes with a copious amount of water for at least 15 minutes. Consult a 
physician. 
 
Ingestion: 
If ingested, consult a physician. 
 

SECTION 5 FIRE FIGHTING MEASURES 
 

Extinguishing Media: 
Use dry chemical, foam, water fog, or carbon dioxide. 
 
Fire and Explosion Risk: 
Dust particles formed from physical processing may create a potential for a dust explosion 
 
Protective Equipment: 
Wear a self-contained breathing apparatus (SCBA). Wear a full face mask and protective clothing. 
 

SECTION 6 ACCIDENTAL RELEASE MEASURES 
 

Spill Management: 
Wear appropriate protective clothing. Sweep up spill with non-sparking tools. Place in a tightly sealed 
container for proper disposal. 
 

SECTION 7 HANDLING AND STORAGE 
 

Adequate ventilation, engineering controls or personal respiratory protection must be employed when 
opening sealed containers to prevent exposure to potentially irritating vapors which may have 
accumulated in the container headspace during storage.   
 
Avoid breathing any fumes/vapors/gases during high temperature processing. Avoid contact with 
molten resin. Avoid breathing any dust that may be formed as a result of physical processing. 
 
Spilled pellets may cause a slip hazard. Clean up all spills. 
 
Store the material in a closed container in a cool dry area.   
 

SECTION 8 EXPOSURE CONTROLS/PERSONAL PROTECTION 
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ENGINEERING CONTROLS: 
Ensure proper ventilation and ventilation controls when thermally processing the material.  Use static 
controls during physical processing of the material to prevent a potential dust explosion.  
 
EXPOSURE GUIDELINES: 
Permissible Exposure Limit (PEL) OSHA: None established 
Threshold Limit Value (TLV) ACGIH: None established 
 
PERSONAL PROTECTIVE EQUIPMENT: 
Eye Protection: 
Always wear safety glasses or goggles when handling the material.   
 
Skin Protection:  
Wear protective clothing to minimize skin contact. If there is potential for exposure to molten resin, wear 
appropriate heat-resistant gloves, clothing, and footwear. 
 
Inhalation Protection: 
In case of insufficient ventilation, wear a suitable OSHA approved respirator. 
 

SECTION 9 PHYSICAL AND CHEMICAL PROPERTIES 
 

Physical State: Solid 
Chemical Family: Copolyester resin 
Appearance: Colorless to grayish-white 
Odor: Odorless 
pH: Not applicable 
Vapor Pressure: Not applicable 
Vapor Density: Not applicable 
Melting Point: 230 to 260oC 
Solubility in water: Insoluble 
Specific Gravity: ~1.3 to 1.4 
Flash Point: Not applicable 
 

SECTION 10 REACTIVITY AND STABILITY 
 

CHEMICAL STABILITY: 
Stable under ambient conditions 
 
CONDITIONS TO AVOID: 
Avoid contact with strong oxidizing agents. Avoid contact with heat, sparks, flames, or other sources of 
ignition 
 
DECOMPOSITION: 
Combustion products include carbon dioxide and carbon monoxide. High temperature thermal 
processing decomposition products may include acetaldehyde. 
 

SECTION 11 TOXICOLOGICAL INFORMATION 
 

Toxicological testing has shown that polyethylene terephthalate (PET) is not carcinogenic or mutgenic 
and does not have any developmental or reproductive effects. 
 

SECTION 12 ECOLOGICAL INFORMATION 
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The material is a high molecular weight polymer, for which all evidence indicates is biologically inactive.  

 
SECTION 13 DISPOSAL CONSIDERATIONS 
 
GENERAL RECOMMENDATIONS: 
If this material becomes a waste, it would not be a hazardous waste under RCRA criteria (40 CFR 261).   
 
Dispose of the material in accordance with all applicable federal, state and local regulations. 
 

SECTION 14 TRANSPORT INFORMATION 
 

US DOT:  Class not regulated 
Sea: Class not regulated under International Maritime Dangerous Goods (IMDG) 
Air: Class not regulated under International Civil Aviation Organization (ICAO) 
 

SECTION 15 REGULATORY INFORMATION 
 

Superfund Amendment & Reauthorization Act (SARA) Title III: 
This material is not regulated under SARA Title III. 
 
Toxic Substances Control Act (TSCA) Status: 
This material is listed on the EPA/TSCA Inventory of Chemical Substances. 
 

SECTION 16 OTHER INFORMATION 
 

The information contained within this Safety Data Sheets pertains solely to the specific material 
identified herein and does not apply when the material is used in combination with any other 
material(s). 
 
The information contained herein is based on data considered accurate.  However, no warranty is 
expressed or implied regarding the accuracy of these data or the results to be obtained from the use 
thereof. 
 

 

Revision Number:  1 
Revision Date:  08 June 2015 
Revisions since last change (discussion):  New date of issue 

 
 

ADMINISTRATIVE INFORMATION 
 
Company Address:  M&G Chemicals, 27610 Huntington Road, Apple Grove, WV.  25502, USA 
Company Product Stewardship & Regulatory Compliance Contact:  Neal J. Earhart, Ph.D. 
Phone Number:  (330) 461-6587 
 

 


